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The AX9 utilizes the AX5‘s successful 3-in-1 concept 
which allows it to be used as wireless light and elegant 
uplight as well as a wired PAR light for longer or bigger 
installations. This makes it an extremely cost-efficient 
light and keeps your investment to a minimum. The AX9 
packs extreme brightness in a compact and light hou-
sing while still giving you industry-leading colors and 
white tones thanks to its Titan LED Engine.
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SPECIFICATIONS

*Typical value    

AppIP65Wireless DMXMax 20h

Datasheet

Order Code AX9
LED Engine Titan LED Engine
Colors RGBMintAmber
Total LED Power 105W
LED Power Draw 70W
Light output – 2700K, 3200K, 5500K*  2497 lm / 3008 lm / 2891 lm
Emittance @2m – 2700K, 3200K, 5500K* 9700 lx / 9900 lx / 9600 lx
CRI(Ra)/TLCI 3200-6500k* ≥96
Beam Angle 13°
Strobe 0 - 25Hz
Pixel 1
Battery Lifetime 70 % after 300 cycles
Battery Runtime up to 20 hours
Charging Time (nominal) 5 hours

AC Input
100-240 VAC, 50/60Hz,

2.3 A/115 VAC ~ 1.1 A/230 VAC
110 W

Wired DMX Yes
CRMX Receiver Built in
Wireless Frequencies CRMX 2.4GHz, UHF, Bluetooth

Range 300 m / 330yds
(3 m /3,3 yds Bluetooth)

Housing Material Aluminium
IP Rating IP65
Ambient Temperature 0°-40° C / 32°-104° F
Weight 5.66 kg / 12.5 lbs
Dimensions 175 x 222 x 256 mm / 6.9 x 8.7 x 10.1 in

RF CHARACTERISTICS
Wireless Modules EU: UHF

(863-870MHz)
USA: UHF

(917-922.20MHz)
AUS: UHF

(922.30-927.50MHz)
SGP: UHF

(920.50-924.50MHz)

Modulation FHSS FHSS FHSS FHSS

ERP (Transmitter) <25mW <25mW <25mW <25mW

Channel Count 47 53 53 41

Wireless Modules KOR: UHF
(917.9-921.5MHz)

RUS: UHF
(868.75-869.12MHz)

JPN: UHF
(922.80-926.40MHz)

CRMX
(2402-2480MHz)

Bluetooth 5.0 LE
(2402-2480MHz)

Modulation FHSS FHSS FHSS FHSS FHSS

ERP (Transmitter) <25mW <25mW <25mW - 10mW (BLE)

Channel Count 10 6 19 79 40
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DRAWINGS
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Ø185.2 mm151.9 mm

3/8“-16 UNCØ1/2“ hole

M6 thread

BACKSIDE AND BRACKET

Backside Display with 
dedicated Power & 
Brightness buttons

Bracket 

Disc break

Bracket lock/unlock

4x Rubber feet

4x M6 thread

Safety hook

Adjustable Kickstand

Waterproof connectors
PowerCON True1 IN/OUT, XLR 5 PIN DMX IN/OUT

AX9 as BluetoothBridge
Connect directly to selected Astera 
lights via Bluetooth. This master light 
will revert AsteraApp commands to 
itself and other Astera lights via UHF 
band. Works as well with the Astera-
Box. 
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TYPICAL SPECTRAS
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Double ended Spigot - essential grip for mounting
Astera tubes and spotlights to walls, truss and other
structures.

Compatible with:
AX3 bracket, AX3 housing (sides), AX1/

Tube Holder, AX1/Tube WingPlate and others
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SPECIFICATIONS

DATASHEET

Order Code AX1-BLT
Upper thread 1/4“-20
Lower thread 3/8“-16
Dimensions (mm/inch) Ø19 x 68 / Ø0.75 x 1.3

Weight (kg/lbs) 0.06 / 0.13
Material Stainless Steel

BABY PIN

DRAWINGS USE CASES
1/4“-20 UNC

19mm
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3/8“-16 UNC

Mount WingPlate Mount Holder



Astera LED Technology GmbH | Stahlgruberring 36 | 81829 Munich - Germany | +49 (0) 89 21 55 225 31 | www.astera-led.com

Compatible with:
AX9 PowerPar
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FLOOD FILTER WALLWASH FILTER

DATASHEET BeamFilters for 
AX9 PowerPar

Order Code AX9-FF
Beam angle 32°

Dimensions  (mm/inch) 2 x Ø157
0.08 x Ø6.2

Material PMMA

Order Code AX9-WWF
Beam angle 17° x 46°

Dimensions  (mm/inch) 2 x Ø157
0.08 x Ø6.2

Material PMMA

Modify the beam of your light to expand its 
possibilities. 

francoisp
Texte surligné 

francoisp
Texte surligné 
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Connect to AC power and place AX9 units into the 
8 charging disks to charge them. 
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SPECIFICATIONS

DATASHEET

Order Code-EU AX9-CHRPLT-8-EU

Order Code-US AX9-CHRPLT-8-US

Order Code-UK AX9-CHRPLT-8-UK

Order Code-CH AX9-CHRPLT-8-CH

Order Code-AUS AX9-CHRPLT-8-AU
Input 11.6A@115VAC, 5.8A@230VAC
Ouput 8 x 25.5V, 3.0A
Sockets Power IN/OUT PowerCON True1
Dimensions (mm/inch) 715 x 558 x 157 / 28.1 x 22 x 6.2
Weight (kg/lbs) tba
Connectors/Cables 1x PowerCON True cable (included)
Material Aluminium, Nylon rings
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Compatible with:
AX9 PowerPar

Charging Plate
for 8 x AX9
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8x AX9 PowerPar with Bracket 
(AX9 I AX9-STA)

8x FloodFilter 
(AX9-FF)

8x Wallwash Filter
(AX9-WWF)

8x Manfrotto Super Clamp

This sturdy flight case can charge 8 AX9 PowerPar through 
the integrated charging plate from one AC socket. 
Dedicated spaces for filters and additional side compartment 
for other accessories.

Compatible with:
AX9 PowerPar
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SPECIFICATIONS
Order Code AX9-CHRCSE
Input 11.6 A @ 115 VAC; 5.8 A @ 230 VAC
Socket Power IN / OUT PowerCON True1 
Output 8 x 25.5 V; 3.0 A
Dimensions (L x W x H) 1206 mm x 606 mm x 547 mm / 46.9“ x 22.8“ x 21.3“
Weight incl. Charging Plate (kg/lbs) 55.8 kg / 123 lbs
Connectors/Cables 1x PowerCON True cable (not included)
Material Plywood, Aluminium

CAN HOLD

Datasheet AX9 Charging Case

8x Safety Wire
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DRAWINGS
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AX9-CHRCSE




