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Compatible with:
PB15 PixelBrick Accessories

D
at

e:
 0

1/2
8/

21
 V

er
si

on
: 1

.0

SPECIFICATIONS

DATASHEET

Order Code PB15-ACCCSE
Dimensions (mm/inch) 541.5 x 400 x 205.5 / 21.3 x 17.44 x 8.1
Weight empty (kg/lbs) 7 / 15.4
Weight full (kg/lbs) 13.3 / 29.3
Material ABS

DRAWINGS

CONTENT

Accessory Case for 
PixelBrick

Full Accessory Case

Sturdy charging and transportation case with 2 wheels and 3 
handles to carry several accessories for PB15 PixelBrick. 

Top layer

Bottom layer

10x BrickMount 
(PB15-BMO)

4x TrackPin 
(AX-TP)

6x 200mm Power/Data Combination cable 
(PWB-CAB-0.2)

2x 5m Power/Data Combination cable 
(PWB-CAB-5)

8x BrickDome 
(PB15-BDM)

8x Eyebolt  
(FP1-EBLT)

8x BrickTilt 
(PB15-BTLT)

8x BrickHinge 
(PB15-BHI)
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Slide into the PixelBrick‘s side to connect mounting tools 
through 1/4“-20 and M5 threads.

Compatible with:
PB15 PixelBrick
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SPECIFICATIONS

DATASHEET

Order Code Holder PB15-BMO
Dimensions (mm/inch) 50 x 24 x 10.7 / 1.97 x 0.94 x 0.42
Thread 1/4“-20 + M5
Weight (kg/lbs) 0.025 / 0.055
Material Aluminium

BRICK MOUNT

DRAWINGS

24
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50 mm 10.7 mm

1/4“ - 20 UNC
M5 M5

BrickMount on PixelBrick
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Stainless Steel Babypin with single-stud fitting to work 
with AirlineTracks.

Compatible with:
AX2-50, AX2-100, PowerStation for NYX Bulb and all 

Astera products with AirlineTrack
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SPECIFICATIONS

DATASHEET

Order Code AX-TP
Connector 5/8“ Pin
Dimensions (mm/inch) 50.3 x 17.5 x 132.6 / 2 x 0.7 x 5.2
Weight (kg/lbs) 0.23 / 0.5
Material Stainless Steel

TRACK PIN

DRAWINGS USE CASES

132.6 m
m

50.3 mm17.5 mm

5/8“-PIN
AX2 mounted with TrackPin + SuperClamp

NYX Bulb/PowerStation mounted 
with TrackPin + Manfrotto Clamp
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Compatible with:
PWB-2-86, PB15 PixelBrick, Titan PowerBox
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DATASHEET Data + Power Combination
Cable 0.2m

Transfer Power + Data through a single cable; 
0.2m length to connect several PixelBricks.

Order Code PWB-CAB-0.2

Length (cm/inch) 20 / 7.9

Ø2.1mmØ5.5mm

A

200mm±10

5.4mm

12mm±0.5

Ø2.1mmØ5.5mm

29mm 29mm

12mm±0.5

B11mm±0.8

External quilt
Aluminium foil
Conductor
Insulation
Weave

Double twisted wire

Wire section

PLUGS

SPECIFICATIONS
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Transfer Power + Data through a single cable; 
5, 10 or 15m length to connect several Astera Lights and PowerBoxes

Compatible with:
FP1, FP2, FP3, PB15 PixelBrick, PowerBox 2x86, 
Titan PowerBox, ChargingBox,  AX1 (only power)

D
at

e:
 0

1/2
8/

21
 V

er
si

on
: 1

.0

DATASHEET

Order Code 5m/5.4yd PWB-CAB-5

Order Code 10m/10.9yd PWB-CAB-10

Order Code 15m/16.4yd PWB-CAB-15

Ø2.1mmØ5.5mm

A

5000/10000/15000mm±50

5.4mm

12mm±0.5

Ø2.1mmØ5.5mm

29mm 29mm

12mm±0.5

B10.8mm±0.15

External quilt
Aluminium foil
Conductor
Insulation
Weave

Double twisted wire

Wire section

Data + Power Combination
Cable 5/10/15m

DRAWINGS

SPECIFICATIONS
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Compatible with:
PB15 PixelBrick D
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FLOOD FILTER BEAM SOFTENER

BRICKDOME

DATASHEET BEAM FILTERS FOR 
PB15 PIXELBRICK

Order Code PB15-FF
Beam angle 30°

Dimensions  (mm/inch) 86.2 x 72.2 x 1.5
94.3 x 79 x 1.6

Material PC

Order Code PB15-BSO
Beam angle 17°

Dimensions  (mm/inch) 86.2 x 72.2 x 1.5
94.3 x 79 x 1.6

Material PC

Order Code PB15-BDM
Beam angle 180°

Dimensions  (mm/inch) 53.3 x Ø88.3
2.1 x Ø3.5

Material PC

Modify the beam of your light to expand its 
possibilities. 

Eyecandy effectSoftlight effect

Us as softlight projector or 
insert the included 120° filter 
to create a stunning light ball.

francoisp
Texte surligné 
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Connect 2 PixelBricks, angle them to spread their beam 
and to create shapes. 

Compatible with:
PB15 PixelBrick
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SPECIFICATIONS

DATASHEET

Order Code Holder PB15-BHI
Dimensions (mm/inch) 73.1 x 100 x 57 / 2.9 x 3.9 x 2.2
Weight (kg/lbs) 0.22 / 0.48
Material Stainless Steel

BRICK HINGE

DRAWINGS USE CASES
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73.1 mm
57 mm

BrickHinge on PixelBrick
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Connect 2 PixelBricks, tilt them to spread their beam and to 
create shapes. 

Compatible with:
PB15 PixelBrick
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SPECIFICATIONS

DATASHEET

Order Code Holder PB15-BTLT
Dimensions (mm/inch) 94 x 139 x 30.5 / 3.7 x 5.5 x 1.2
Weight (kg/lbs) 0.27 / 0.59
Material Aluminium

BRICK TILT

DRAWINGS USE CASES
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94 mm 30.5 mm

BrickTilt on PixelBrick

Tilt the angle of the PixelBrick 
outward or inward

Build creative shapes
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For suspending AX1 Pixel Tube, Helios Tube, Titan Tube, Hyperion 
Tube and for securing the 4 tubes via a safety wire.

Compatible with:
AX1 Pixel Tube, FP1 Titan Tube, 

FP2 Helios Tube, FP3 Hyperion Tube
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SPECIFICATIONS

DATASHEET

Order Code FP1-EBLT
Inner diameter (mm/inch) Ø12 / Ø0.47
Outer diameter (mm/inch) Ø21 / Ø0.83
Thread M5
Weight (kg/lbs) 0.011 / 0.024
Material Stainless Steel / Adjust ring (rubber)

DRAWINGS USE CASES

M50.3x45°

Adjust ring

0
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Ø21mm

Ø12mm

Eyebolt for hanging 
/ safety via Holder

M5 EyeBolt


