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ZENIT® B200
BATTERY POWERED OUTDOOR WASH LIGHT

FEATURES

 21 x 15 W RGBW LEDs with 6,600 lm total output for uniform 

	 colour mixes

 Long-life super capacity lithium-ion battery for reliable operation

 Battery Management System prevents overcharging and 

	 exhaustive discharge

 21° beam and 40° field angles without diffuser

 Optional SnapMag® filter frames for 25°, 45°, 100° or elliptical 

	 60° x 10° beam angle selection and installation without tools 

	 or dismantling

 Built-in 2.4 GHz W-DMX™ transceiver

 Wireless master and slave operation

 W-DMX™, RDM, DMX or IR control plus standalone modes with 

	 automated programs

 IP65 rating for permanent outdoor use

 Convection cooling for noiseless operation

 16-bit technology for high-resolution colours and dimming

DESCRIPTION

With built-in wireless DMX, battery operation and IP65 rating, the Ca-

meo ZENIT® B200 is ready for demanding indoor and outdoor lighting 

applications. The highly professional wash light is equipped with twen-

ty-one 15 W RGBW LEDs with a 50,000 hour lifetime and powerful 

6,600 lm output for brilliant, uniform colours. A polyethylene and tem-

pered glass lens provides a 21° beam spread.

For maximum versatility, the ZENIT® B200 sports Cameo‘s innovative 

SnapMag® technology. It allows you to add filter frames in less than a 

second without the need for tools or dismantling. Magnetic SnapMag® 

frames with precision light shaping diffusers and a 4-way barn door 

are available as dedicated accessories.

In addition to RDM, seven modes of DMX and IR remote or manual 

control via the fixture‘s display the ZENIT® B200 incorporates a 2.4 GHz 

W-DMX™ transceiver. Developed by Wireless Solution Sweden AB, W-

DMX™ has become the inofficial standard for professional wireless 

lighting control. The luminaire‘s super capacity lithium-ion battery is 

providing reliable RGBW mode performance up to 24 hours from a sin-

gle charge, and the smart battery management system prevents over-

charging and exhaustive discharge for extended battery life.

Sporting six selectable PWM frequencies up to 25,000 Hz and con-

vection cooling for flicker-free and noiseless performance, the ZENIT® 

B200 is perfectly suitable for motion picture and TV applications. It uti-

lises high-resolution 16-bit colour mixing and dimming and includes a 

choice of dimming curves with adjustable response plus temperature 

correction. The aluminium housing features a bright 4-button OLED 

display for easy configuration. The ZENIT® B200 can also be used for 

emergency lighting when connected to a DC outlet and comes with an 

IR remote control, omega mounting bracket and power cord.
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ZENIT® B200
BATTERY POWERED OUTDOOR WASH LIGHT

Product type LED Outdoor Wash Light

Type ZENIT

Colour spectrum RGBW

Number of LEDs 21

LED type 15 W Cree

Average LED lifetime 50000 hrs.

Refresh rate Adjustable: 800Hz, 1200Hz, 2000Hz, 3600Hz, 12000Hz, 25000 Hz

Dispersion 21° Beam, 40° Field (without diffusor) °

Lens PE and tempered glass

DMX input 5-pin IP65

DMX output 5-pin IP65

DMX mode 15-channel, 2-channel, 3-channel, 8-1 Channel, 8-2 Channel, 10-channel, 
4-channel

DMX Functions auto programs, strobe, colour macro, CTC (Colour Temperature Correction), Dim-
mer, Dimmer Curve, Dimmer Fine, Dimmer Response, RGBW, RGBW Fine

Standalone modes colour macro, master / slave mode, Settings, Static, Tunable White, auto programs, 
system info, User Colours

Controls Value Down, Value Up, Enter, mode

Indicators OLED Display

Operating voltage 100 V AC - 240 V AC, 50 - 60 Hz

Power consumption 180 W

power factor 0.99 PF (120V) / 0.96 PF (230V)

Power connector IP65

Power supply connection IP65

Housing material aluminium

Cabinet colour Black

Protection class IP IP65

Battery capacity 298 Wh

Battery operation time at maximum load up to 24 hours

Charging time 4h

Cooling Convection

Luminous flux 6600 lm

Efficiency 25 lm/W

Operating Temperature 0 - -40 °C

Accessories (included) Power cord, 1 x omega mounting

Other features ETL certified

Dimensions including Mounting Bracket

Width 377 mm

Length 240 mm

Height 256 mm

Weight 8 kg
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Illuminance (full on) [lux]
Beam width (1/2 peak) [cm]

Beam width (1/10 peak) [cm]

Beam angle 
(1/2 peak): 21.0˚ 

Field angle 
(1/10 peak): 40.0˚

Distance (m) 13 51 02 0

21.0˚ 40.0˚

CRI  70
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400 500 600 700

W
av

el
en

gt
h 

[n
m

]

UV IR

All LEDs on 

Chromaticity coordinates 

All LEDs on xy4500 lm 0.280 0.210 

Red xy1767 lm 0.690 0.300

Green xy3215 lm 0.122 0.670

Blue xy670 lm 0.154 0.026

White xy3440 lm 0.310 0.320
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SAFETY INFORMATION
1.	 Please read these instructions carefully. 
2.	 Keep all information and instructions in a safe place. 
3.	 Follow the instructions. 
4.	 Observe all safety warnings. Never remove safety warnings or other information from the equipment. 
5.	 Use the equipment only in the intended manner and for the intended purpose. 
6.	 Use only sufficiently stable and compatible stands and/or mounts (for fixed installations). Make 
	 certain that wall mounts are properly installed and secured. Make certain that the equipment is 
	 installed securely and cannot fall down. 
7.	 During installation, observ  e the applicable safety regulations for your country. 
8.	 Never install and operate the equipment near radiators, heat registers, ovens or other sources 
	 of heat. Make certain that the equipment is always installed so that is cooled sufficiently and 
	 cannot overheat. 
9.	 Never place sources of ignition, e.g., burning candles, on the equipment. 
10.	 Ventilation slits must not be blocked. 
11.	 This appliance is designed exclusively for indoor use, do not use this equipment in the immediate 
	 vicinity of water (does not apply to special outdoor equipment - in this case, observe the special
	 instructions noted below). Do not expose this equipment to flammable materials, fluids or gases. 
12.	 Make certain that dripping or splashed water cannot enter the equipment. Do not place containers 
	 filled with liquids, such as vases or drinking vessels, on the equipment. 
13.	 Make certain that objects cannot fall into the device. 
14.	 Use this equipment only with the accessories recommended and intended by the manufacturer. 
15.	 Do not open or modify this equipment. 
16.	 After connecting the equipment, check all cables in order to prevent damage or accidents, e.g., due
	 to tripping hazards. 
17.	 During transport, make certain that the equipment cannot fall down and possibly cause property
	 damage and personal injuries.
18.	 If your equipment is no longer functioning properly, if fluids or objects have gotten inside the 
	 equipment or if it has been damaged in anot her way, switch it off immediately and unplug it from 
	 the mains outlet (if it is a powered device). This equipment may only be repaired by authorized, 
	 qualified personnel. 
19.	 Clean the equipment using a dry cloth. 
20.	 Comply with all applicable disposal laws in your country. During disposal of packaging, please 
	 separate plastic and paper/cardboard. 
21.	 Plastic bags must be kept out of reach of children.

FOR EQUIPMENT THAT CONNECTS TO THE POWER MAINS:
22.	 CAUTION: If the power cord of the device is equipped with an earthing contact, then it must be
	 connected to an outlet with a protective ground. Never deactivate the protective ground of a power cord. 
23.	 If the equipment has been exposed to strong fluctuations in temperature (for example, after 
	 transport), do not switch it on immediately. Moisture and condensation could damage the 
	 equipment. Do not switch on the equipment until it has reached room temperature. 
24.	 Before connecting the equipment to the power outlet, first verify that the mains voltage and 
	 frequency match the values specified on the equipment. If the equipment has a voltage selection 
	 switch, connect the equipment to the power outlet only if the equipment values and the mains 
	 power values match. If the included power cord or power adapter does not fit in your wall outlet, 
	 contact your electrician. 
25.	 Do not step on the power cord. Make certain that the power cable does not become kinked, 
	 especially at the mains outlet and/or power adapter and the equipment connector. 
26.	 When connecting the equipment, make certain that the power cord or power adapter is always 
	 freely accessible. Always disconnect the equipment from the power supply if the equipment is not
	 in use or if you want to clean the equipment. Always unplug the power cord and power adapter from
	 the power outlet at the plug or adapter and not by pulling on the cord. Never touch the power cord 
	 and power adapter with wet hands. 
27.	 Whenever possible, avoid switching the equipment on and off in quick succession because 
	 otherwise this can shorten the useful life of the equipment.
28.	 IMPORTANT INFORMATION: Replace fuses only with fuses of the same type and rating. If a fuse 
	 blows repeatedly, please contact an authorised service centre. 
29.	 To disconnect the equipment from the power mains completely, unplug the power cord or power 
	 adapter from the power outlet. 
30.	 If your device is equipped with a Volex power connector, the mating Volex equipment connector 
	 must be unlocked before it can be removed. However, this also means that the equipment can slide 
	 and fall down if the power cable is pulled, which can lead to personal injuries and/or other damage. 
	 For this reason, always be careful when laying cables. 
31.	 Unplug the power cord and power adapter from the power outlet if there is a risk of a lightning 
	 strike or before extended periods of disuse.
32.	 The device must only be installed in a voltage-free condition (disconnect the mains plug from the mains).
33.	 Dust and other debris inside the unit may cause damage. The unit should be regularly serviced or 
	 cleaned (no guarantee) depending on ambient conditions (dust etc., nicotine, fog) by qualified 
	 personnel to prevent overheating and malfunction.
34.	 Please keep a distance of at least 0.5 m to any combustible materials.

CAUTION:
To reduce the risk of electric shock, do not remove cover (or back). 
There are no user serviceable parts inside. Maintenance and repairs 
should be exclusively carried out by qualified service personnel.

The warning triangle with lightning symbol indicates dangerous uninsulated voltage inside the unit, 
which may cause an electrical shock.

The warning triangle with exclamation mark indicates important operating and maintenance  
instructions.

CAUTION: CHARGING OF THE PAR LIGHTS IS ONLY ALLOWED BY OPEN CASE / LID.

MANUFACTURER’S WARRANTY & LIMITATION OF LIABILITY 
You can find our current warranty conditions and limitation of liability at: 
https://cdn-shop.adamhall.com/media/pdf/MANUFACTURERS-DECLARATIONS_CAMEO.pdf

To request warranty service for a product, please contact Adam Hall GmbH, Adam-HAll-Str. 1, 
61267 Neu Anspach / Email Info@adamhall.com / 49 (0) 6081 / 9419-0

PROPER DISPOSAL OF THIS PRODUCT (WASTE ELECTRICAL AND ELECTRONIC EQUIPMENT) 
(Valid in the European Union and other European countries with waste separation) 
This symbol on the product, or the documents accompanying the product, indicates that this appliance may 

not be treated as household waste. This is to avoid environmental damage or personal injury due to uncontrolled 
waste disposal. Please dispose of this product separately from other waste and have it recycled to promote 
sustainable economic activity.

Household users should contact either the retailer where they purchased this product, or their local government 
office, for details on where and how they can recycle this item in an environmentally friendly manner. 
Business users should contact their supplier and check the terms and conditions of the purchase contract. This 
product should not be mixed with other commercial wastes for disposal 

ZENIT® B200 CASE 4
CHARGING FLIGHT CASE FOR 4 ZENIT B200

FEATURES
• Durable road case for 4 x ZENIT B200 
• Made in Germany with Adam Hall Hardware throughout 
• 9.5 mm birch ply with 2 x double B200 foam inserts 
• Wired for directly charging spotlights in the case 
• Extra compartments for 16 SnapMag® light shaping diffusers, 
   4 barn doors and other accessories 
• 4 swivel castors with 100 mm wheels, 2 with locking brakes 
• Large flip handles 
• Click-stop lid stay 
• Tour label dish for self-adhesive label 
• Tour label included in delivery 
• Stacking recesses on top 
• Dimensions 60 x 60 cm 
• Includes 1.5 m power cable for powering the case

SPECIFICATIONS

Model name: CLZB200CASE4PC

Product type: Other Lighting Accessories

Type: Transport Boxes

Material: Birch multiplex

Material thickness: 9.5 mm

Color: Black

Latch: Butterfly Latches

Interior construction: Foam Inserts , Accessories Shelf, Drawer for SnapMag® light shaping 
diffusers, firmly installed power cabling

Accessories (included): Tour label, 1.5m power cable

Weight: 45 kg




