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1 DISCLAIMER & COPYRIGHT

No part of this publication may be duplicated or edited in any form or by any means,
® including any type of electronic or mechanical method without prior written permission
from ShowTex.

ShowTex and its employees are fully aware of their task to provide a reliable edition of this document.
Nevertheless, they cannot accept any form of liability for the direct or indirect consequences of
imperfections that might remain in this edition. The material in this manual is subject to change
without notice.

ShowTex warrants that its mechanical and technical products, when delivered in new condition, in
original packing, sold directly and used in normal conditions are free from any defects in manufacturing,
materials and workmanship. For more information about your local warranty terms, please check our
website or contact your local ShowTex office.

All products from the ShowTex Rental range are supposed to be returned in the same state as they were
rented. Please treat our products with care, allowing the next user to enjoy the products as much as you
did. The rented products are internally checked according to the general rental conditions. Be sure to
check our rental guidelines on our website before installing and using this product: ShowTex rental
guidelines

Read and understand this user manual before installing and or operating the system.
A Failure to follow the instructions in this document could result in serious injury!

Following the guidelines of this manual will reduce the risk of damaging the equipment or
injuring yourself and the people around you. Nevertheless, ShowTex cannot be held
accountable for any use or misuse of the equipment and supplies.

Damage to the system caused by any other method of installation than the one shown in
this manual can only be repaired or fixed at the customer’s expense.

As a result of the above warning, any ShowTex product must be installed and operated by a
o qualified technician who knows its capabilities as well as its limitations.

In case you are uncertain about the eligibility of any hardware in your product, please get
in touch with your local ShowTex office to receive additional guidance.



http://www.showtexrental.com/showtex-rental-guidelines
http://www.showtexrental.com/showtex-rental-guidelines
http://www.showtexrental.com/showtex-rental-guidelines
http://www.showtexrental.com/showtex-rental-guidelines

g INTRODUCTION

Thank you for choosing for ShowTex and purchasing one of our products. We want to ensure that your experience is as smooth and safe as possible, so we kindly
request that you take a few moments to carefully read this manual before installing your new system.

This manual contains important information that will help you comply with health and safety regulations, as well as provide guidance on how to safely install, operate
and maintain your product. Our team has taken great care to ensure that this manual is easy to understand and follow, using straightforward language and clear

illustrations.

If you have any questions or concerns regarding the installation or use of your product, please feel free to contact your local ShowTex office. Our knowledgeable team
members are always available to assist you and answer any questions you may have.

J TECHNICAL SPECIFICATIONS

3.1 Components
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Telescopic Upright Front of House

Article number  Colour Weight Length

8750 2306 1307 Black 145 kg 0.80m-146m
Telescopic Upright 5m

Article number Colour Weight Length

8750 2306 5057 Black 4.60 kg 1.80m-5.03m
Base Plate

Article number Colour Weight
87502000 0147 Black 14.00 kg
Horizontal Drape Support

Article number  Colour Weight Length

8750 2309 0907 Black 1.55 kg 090m-120m
8750 2309 1207 Black 2.03 kg 120m-1.80m
8750 2309 1807 Black 294 kg 1.80m-3.00m
Upright Turn Button

Article number Colour Weight
875022700017 Black 0.02 kg
Coupler Turn Button

Article number Colour Weight
8750 2270 0007 Black 0.02 kg
Plastic Washer

Article number Colour Weight
8750 2309 0067 Black 0.01 kg
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Telescopic Upright 3 m

Article number  Colour Weight Length

8750 2306 3377 Black 295 kg 1.80m-337m
Base Plate Front of House

Article number Colour Weight
8750 2000 0057 Black 5.00 kg
Base Plate Coupler

Article number Colour Weight
8750 2306 0017 Black 0.22 kg
Support for Uprights

Article number Colour Weight Length
8750 2306 5067 Black 1.60 kg 1.25m
Horizontal Turn Button

Article number Colour Weight
8750 2309 0057 Black 0.02 kg
Swivel

Article number Colour Weight
8750 2309 0007 Black 0.01 kg



3.2 Necessary Tools

Flightcase
Article number Colour Weight
87502375 0207 Black 52.00 kg - 120.50 kg

Front of House Flightcase

Article number Colour Weight

875023800117 Black 60.00 kg - 160.00 kg

Base Plate Cart

Article number Colour Weight

8750 2375 0305 Black 42.00 kg - 168.00 kg
Support Trolley

Article number Colour Weight

8750 2375 0437 Black 70.00 kg - 196.00 kg

‘/N ALLEN KEY - 6

Flightcase x|

Article number Colour  Weight

875023750117 Black 118.00 kg - 312.50 kg

Front of House Junior Flightcase

Article number Colour Weight
875023800127 Black 41.00 kg - 77.00 kg
Trolley

Article number Colour Weight

8750 2375 0427 Black 72.00 kg - 245.00 kg

Rain Cover for Trolley

Article number Colour Weight

875023700417 Black 562 kg

o The allen key is only needed for securing the Base Plate Coupler to the Base Plate. After securing all Base Plate Couplers, the EasyDrape is completely

toolless.

You will only need the allen key again if you wish to remove or relocate the Base Plate Coupler.




% ASSEMBLY

4.1 Preparing the Base Plates

1. Place the Base Plate Coupler on top of
the Base Plate and fasten the screw. Repeat
this for every Base Plate that will contain a
Telescopic Upright or a Support.
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It would be ideal for the Turn Button of the Base Plate Coupler to face the opposite

A direction of the slot in the Base Plate accept for when at the beginning of a setup, then
let the Turn Button of the Base Plate Coupler face the slot to not obstruct the curtain
when wrapping around.



It is possible to place the Base Plate Coupler in three different positions on the Base Plate, depending on

your setup.
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Position 1

Position 1 is the central and standard position for Telescopic Upright
placement, offering the best stability in all directions. Whether you're
building a structure such as a wall or a corner, or you're installing a Support,
this position provides the most reliable and sturdy base to ensure the best
performance for any setup.

Position 2

Position 2 is the front position used when building a setup close to a wall. It's
also a suitable option if you prefer to hide the Base Plates behind the curtain.
However, it's essential to note that in this position, the Telescopic Uprights
are stable in three directions. To ensure stability it is recommended to add a
support, create a corner or secure it towards the ceiling.

Position 3.1

Position 3.1 is one of the two corner positions used when building a setup
directly close to a wall and in the corner of a room. It's also an option if you
prefer to hide the Base Plate behind the curtain. However, it's important to
note that in this position, the Telescopic Uprights are stable in only two
directions. To ensure stability it is recommended to add a support, create a
corner or secure it towards the ceiling.

Position 3.2

Position 3.2 is one of the two corner positions used when building a setup
directly close to a wall and in the corner of a room. It's also an option if you
prefer to hide the Base Plate behind the curtain. However, it's important to
note that in this position, the Telescopic Uprights are stable in only two
directions. To ensure stability it is recommended to add a support, create a
corner or secure it towards the ceiling.




4.2 Placing the Uprights

1. Loosen the Turn Button of the Base Plate Coupler
until it fits a Telescopic Upright.

2. Place the Telescopic Upright inside the Base Plate
Coupler. Fasten the Turn Button and repeat this for all

Telescopic Uprights.

o It would be ideal for the Turn Button of
the Telescopic Upright to face the same
direction as the Turn Button on the Base
Plate Coupler to not obstruct the curtain.

3. Place all assembled Telescopic Uprights at the proper
distance from one another depending on your setup
and make sure they are all set on the minimum height.




4.3 Placing the Horizontal Drape Support

1. Push and hold the red button of the first
4-Way and place the Swivel of the
Horizontal without Turn Button in slot of
the 4-Way. Release the red button to lock

the Horizontal in place.
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2. Loosen the Turn Button of the Horizontal
and extend it horizontally until it reaches
the 4-Way of the other Telescopic Upright.




1. Push and hold the red button on the second
4-Way and place the side of the Horizontal with
Turn Button in the desired place. Release the
red button to lock the Horizontal in place.

2. Fasten the Turn Button to secure the

Horizontal.

3. Repeat these steps until all Horizontals are in

place.




4.4 Placing the Supports

If Supports are needed will be determined by the use of your setup. They are mostly
A used on setups that are higher than 3 meters but could be needed for certain setups

and placement conditions.

The two outer Uprights of a setup are not suitable to place supports on as they would
obstruct the curtain when wrapping around the Upright.

1. Place a Base Plate with a Base Plate | | 2. Place the Support Connector in the Base

Coupler behind a previously assembled | | Plate Coupler and fasten the Turn Button of

Upright that needs support and loosen the | | the Base Plate Coupler.
Turn Button of the Base Plate Coupler

N~




1. Open both clamps and place them

against the Telescopic Upright. Fasten the
secured, but still

wingnut until it s
movable.

2. Place both clamps at the desired place
on the Telescopic Upright to suit your setup
and fasten the wingnuts completely.




1. Repeat these steps until all Supports are
placed at the necessary places.

Optimal position for a setup of
maximum 3 m:

Optimal position for a setup of 3 -5 m:




...Hanging the Drapes

1. Start at the left/right side of your
FasyDrape setup and hang your drape 30
cm from the end against the hook and loop

strip of the Horizontal.

2. Place the excess fabric on the back of
that Horizontal to have a nice finish.
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3. When a drape ends, place the next drape
on top of the first one with the hook and

loop strip.

4. At the end of your setup, place the
excess fabric on the back of that Horizontal

to have a nice finish.




1. Loosen the Turn Button of the Telescopic
Upright and push it partially upwards.
Fasten the Turn Button to keep it in place
while you do this for the other Telescopic
Uprights.

A When loosening the Turn
Button of the Telescopic
Uprights, it has no support
to be held up. Be sure to
hold the Telescopic Upright
until the Turn Button s
fastened to prevent harm or
damage from them falling.

2. Repeat this systematically for each

Telescopic Upright until you have reached
the desired height.




Your EasyDrape setup is now completely installed and ready to use!

a CONTACT & SUPPORT

For more technical assistance, please contact your local ShowTex office.
The address and contact information can be found on our website: www.showtex.com

HAVE A GREAT SHOW!

A Showlex

Copyright — All right reserved
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