Photometric Report

SAMO0904920002 LED zoomTrack light 30W (NW - spot), Zoom spot, Ordercode

REPORT SUMMARY

Output

Total Lumens:
Peak Intensity:
llluminance @ 5m:
CRl:

CCT:

Optical
Beam Angle (50%)
Field Angle (10%)

Conditions:
Power Supply:
Power:
Current:
Power Factor:

1728 Lumen
11859 candela
474 Ix

92,5

4315 K

20,1°
345°

223V
286 W
0,129 A
0,99

MEASUREMENTS

Angular Beam Distribution

Spectral Distibution

CIE 1931

All product specifications, measurements, values and dimensions are subject to change without prior notice
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (NW - spot), Zoom spot, Ordercode

BEAM DETAILS

Distance (meter) 1m 2m 3m 4m 5m
Distance (feet) 3,31t 6,6 ft 9,8 ft 13,1 ft 16,4 ft
474 Ix
Lux* 2964 Ix
11855 Ix
20°
beam center
1101,4 fcd
Footcandles*
275,38 fcd
*measured at 122,4 fcd
center of beam
68,8 fcd
44,1 fcd
Beam width (meter) 0,4 m 0,7m 1,1m 14m 1,8m
Beam width (feet) 1,2 ft 2,31t 3,51t 4,7 ft 5,8 ft
Beam llluminances from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m 10m 1im 12m 13m 14m 15m 16m 17m 18m 19m 20m
3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 19,7ft 23ft 26,2ft 29,5ft 32,8ft 36,1ft 39,4ft 42,7ft 45,9ft 49,2ft 52,5ft 55,8ft 59,1ft 62,3ft 65,6ft
11855l | 2964k | 1317k | 74llx | 474k | 329k | 242 | 185 | 146ix | 119Ix 98Ix 82Ix 70lx 60Ix 53Ix 46lx Allx 37Ix 33Ix 30Ix
1101,4fcd | 275,3fcd | 122,4fcd | 68,8fcd | 44,1fcd | 30,6fcd | 22,5fcd | 17,2fcd | 13,6fcd | 1ifcd | 9,1fcd | 7,6fcd | 65fcd | 56fcd | 49fcd | 43fcd | 3,8fcd | 34fcd | 3,1fcd | 2,8fcd
Candela (cd) Linear Distribution Diagram
Beam Angle (50%): 20,1 °

10000

5000

Angle °

Field Angle (10%): 34,5 °©
Cutoff Angle (3%): 47,5 °

All product specifications, measurements, values and dimensions are subject to change without prior notice
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (NW - spot), Zoom spot, Ordercode

POLAR DIAGRAMS

90° ISO candela diagram
75°
10% 1186 cd
60°
20% 2371 cd
45°
30% 3557 cd
8 [3 40% 4742 cd
2
T [15°
5 50% 5928 cd
5
> 60% 7113 cd
-15°
70% 8299 cd
-30°
-45° Conditions:
607 Number of c-planes: {C_PLANES}
e Candela at center: 11855 cd
5m 16,4f ISO lux diagram
4m 13,1f
3% 3,56 Ix
am o8 5% 593 Ix
2m 6.6f _  10% 11,9 Ix
im 3,3f 30% 356 Ix
50% 59,3 Ix
om of
-im 3,3f Conditions:
Number of c-planes: 2
-2m -6,6f
Lux at center: 119 Ix
-3m -9,8f
Lux distribution on a surface when lamp is
-4m -13,1f mounted at 10 meters from the surface.

i ight: 1
Horizontal angles Mounting height: 10 meters (33 feet)

All product specifications, measurements, values and dimensions are subject to change without prior notice
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (NW - spot), Zoom spot, Ordercode

CHROMATICITY REPORT

Total Lumens:
Peak Intensity:
Fixture Efficiency:

Color Temperature:

CRI:

CRI R9:

CQs:

TM-30 Rif:

TM-30 Rg:

Auv:

1st Dominant Wavelength:

2nd Dominant Wavelength:

Color

4315 K

CIE 1931 Coordinates:

X:0,364 Y:0,351

All product specifications, measurements, values and dimensions are subject to change without prior notice

1728 Im
11859 cd
60 Lumen/Watt

4315 K
92,5
78,9
91,6
89,2
97,8
-0,0073
456 nm
612 nm

Spectral Distribution

Color Temperature

A
4315 K
b

CRI

N
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (NW - spot), Zoom spot, Ordercode

CHROMATICITY

CIE 1931 CIE 1931 - Detail
08
07 | | | X: 0,364
Y: 0,351
06
05
+ *% <
04 3 |
4, % >
4’4%% R

03|
02 |
01 .
00 -

00 01 02 03 04 05 06 07

CRI: 92,5 (R1-R8)

90 95 94 g3 94

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQsl: 91,6

All product specifications, measurements, values and dimensions are subject to change without prior notice
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (NW - spot), Zoom spot, Ordercode

TM-30-18 DETAILS

Shifts (%)
Hue Bin | A& | Chroma | Hue

Rf 89 y 2 1 89 -4% 2%

2 92 -1% 2%
_ o 3 M| 1% 2%
Fidelity index Rf 92| 3% | 2%

91 -6% -2%
6 94 -3% 0%
7 90 -5% 3%
8 88 -3% 7%
9 85 0% 1%

Rg 97,8 10 |8s5| 2% | 10%

11 86 6% 6%
12 90 5% 2%
Gamut index Rg 13 |88 | 4% | 8%
14 93 -1% -3%
15 81 3% -12%
TM30-18 Color Vectors 16 89 -4% -2% T T T T Y O

- e ‘ Rf by Hue Bin

TMS30 Color Distortion TM30 Chroma Shift

TMB30 Color Fidelity Sample Chart

2233000000333 0000000000003 000 0002003003000 R0R333000R003330000000000R030R00R00000333083882888323328282

mmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmm

=)

All product specifications, measurements, values and dimensions are subject to change without prior notice
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (NW - wide), Zoom wide, Ordercode

REPORT SUMMARY

Output

Total Lumens:
Peak Intensity:
llluminance @ 5m:
CRl:

CCT:

Optical
Beam Angle (50%)
Field Angle (10%)

Conditions:
Power Supply:
Power:
Current:
Power Factor:

2155 Lumen
2322 candela
93 Ix

92,3

4385 K

59,7 °
86,4 °

223V
28,3 W
0,128 A
0,99

MEASUREMENTS

Angular Beam Distribution

Spectral Distibution

CIE 1931

All product specifications, measurements, values and dimensions are subject to change without prior notice
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (NW - wide), Zoom wide, Ordercode

BEAM DETAILS

Distance (meter) 1m 2m 3m 4m 5m
Distance (feet) 3,31t 6,6 ft 9,8 ft 13,1 ft 16,4 ft
93 Ix
Lux* 580 Ix
2321 Ix
60°
beam center
215,6 fcd
Footcandles*
53,9 fcd
*measured at 24,0 fcd
center of beam
13,5 fcd
8,6/fcd
Beam width (meter) 1,1m 2,3m 34m 4,6m 57m
Beam width (feet) 3,81t 7,51t 11,3 ft 15,1 ft 18,8 ft
Beam llluminances from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m 10m 1im 12m 13m 14m 15m 16m 17m 18m 19m 20m
3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 19,7ft 23ft 26,2ft 29,5ft 32,8ft 36,1ft 39,4ft 42,7ft 45,9ft 49,2ft 52,5ft 55,8ft 59,1ft 62,3ft 65,6ft
2321k | 580k | 258ix | 145ix 93lx 64ix 47Ix 36lx 291 23Ix 191x 16lx 141x 121x 101x 9lx 8lx 7Ix 6lx 6lx
215,6fcd | 53,9fcd 24fcd 13,5fcd 8,6fcd 6fcd 4,4fcd 3,4fcd 2,7fcd 2,2fcd 1,8fcd 1,5fcd 1,3fcd 1,1fcd 1fcd 0,8fcd 0,7fcd 0,7fcd 0,6fcd 0,5fcd
Candela (cd) Linear Distribution Diagram
Beam Angle (50%): 59,7 °
Field Angle (10%): 86,4 °
2000 Cutoff Angle (3%): 99 °
1500
1000
500
Angle °

All product specifications, measurements, values and dimensions are subject to change without prior notice
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (NW - wide), Zoom wide, Ordercode

POLAR DIAGRAMS

90° ISO candela diagram
E 10%  232cd
60°
20% 464 cd
45°
30% 696 cd
8% 40% 928 cd
2
@ |15°
,TS 50% 1161 cd
5
> 60% 1393 cd
-15°
70% 1625 cd
-30°
-45° Conditions:
607 Number of c-planes: {C_PLANES}
e Candela at center: 2321 cd
15m 492f ISO lux diagram
12m 39,4f
3% 0,696 Ix
om 2950 5% 1,16 Ix
6m 19,7f - 10% 2,321Ix
3m 9,8f 30% 6,96 Ix
50% 11,6 Ix
om of
-3m -9,8f Conditions:
Number of c-planes: 2
-6m -19,7f
Lux at center: 23,2 Ix
-9m -29,5f
Lux distribution on a surface when lamp is
-12m -39,4f mounted at 10 meters from the surface.

i ight: 1
Horizontal angles Mounting height: 10 meters (33 feet)

All product specifications, measurements, values and dimensions are subject to change without prior notice
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (NW - wide), Zoom wide, Ordercode

CHROMATICITY REPORT

Total Lumens:
Peak Intensity:
Fixture Efficiency:

Color Temperature:

CRI:

CRI R9:

CQs:

TM-30 Rif:

TM-30 Rg:

Auv:

1st Dominant Wavelength:

2nd Dominant Wavelength:

Color

4385 K
CIE 1931 Coordinates:

X: 0,362 Y:0,349

All product specifications, measurements, values and dimensions are subject to change without prior notice

2155 1Im
2322 cd
76 Lumen/Watt

4385 K
92,3
80,0
91,5
89,1
97,9
-0,0076
456 nm
612 nm

Spectral Distribution

Color Temperature

A
4385 K
v

CRI

N
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (NW - wide), Zoom wide, Ordercode

CHROMATICITY

CIE 1931 CIE 1931 - Detail

0,8 — r_:

] Q
o7 | | | X:0,362 4«0 2,

Y: 0,349 4 ) )
% 5

0,6 1 I I ‘} % >/

“ % ||
05 | |

p 4'9 0\9>/
L % C F &)
04 4 0&
% (@)
- ‘% S -;, 00
ﬁqa:k 3 0 000 <
0,3 -
00 (%

02 N
0,1 g
0,0 -

0,0 0,1 0,2 0,3 0,4 0,5 0,6 0,7

CRI: 92,3 (R1-R8)

J° 95 94 g, 94

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQsl: 91,5

All product specifications, measurements, values and dimensions are subject to change without prior notice
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (NW - wide), Zoom wide, Ordercode

TM-30-18 DETAILS

Shifts (%)

Hue Bin | A | Chroma | Hue -
Rf 89,1 1 89 -4% 3% -
2 93| -1% 2% C
3 9% | 0% 2% -
Fidelity index Rf 92| 3% | 2% | F
91 | -6% 2% =
6 94 | 3% 0% C

7 Q| 5% 3% - o
8 88 | -3% 7% o
9 85| 0% 1% -
Rg 97,9 10 |85| 2% |10% | [
11 86 | 6% 6% C
12 |90 | 5% -2% -
Gamut index Rg 18 |88| 4% | 8% | [
14 93 | -1% -3% -
15 82| 3% |-12% C

TM30-18 Color Vectors 16 89 -4% -2% Cov v Ly b v v e v vy

- e ‘ Rf by Hue Bin

TMS30 Color Distortion TM30 Chroma Shift

TMB30 Color Fidelity Sample Chart

2233000000333 0000000000003 000 0002003003000 R0R333000R003330000000000R030R00R00000333083882888323328282

mmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmm

=)

All product specifications, measurements, values and dimensions are subject to change without prior notice
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (WW - spot), Zoom spot, Ordercode

REPORT SUMMARY

Output

Total Lumens:
Peak Intensity:
llluminance @ 5m:
CRl:

CCT:

Optical
Beam Angle (50%)
Field Angle (10%)

Conditions:
Power Supply:
Power:
Current:
Power Factor:

MEASUREMENTS

Angular Beam Distribution

1404 Lumen
9389 candela
376 Ix

90,9

2872 K

20,4°
35°

223V
298 W
0,135 A
0,99

Spectral Distibution

CIE 1931

All product specifications, measurements, values and dimensions are subject to change without prior notice
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (WW - spot), Zoom spot, Ordercode

BEAM DETAILS

Distance (meter) 1m 2m 3m 4m 5m
Distance (feet) 3,31t 6,6 ft 9,8 ft 13,1 ft 16,4 ft
376 Ix
Lux* 2347 Ix
9388 Ix
20°
beam center
872,1 fcd
Footcandles*
218,0 fcd
*measured at 96,9 fcd
center of beam
54,5 fcd
34,9 fcd
Beam width (meter) 0,4 m 0,7m 1,1m 14m 1,8m
Beam width (feet) 1,2 ft 2,4 ft 3,5ft 4,7 ft 59 ft
Beam llluminances from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m 10m 1im 12m 13m 14m 15m 16m 17m 18m 19m 20m
3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 19,7ft 23ft 26,2ft 29,5ft 32,8ft 36,1ft 39,4ft 42,7ft 45,9ft 49,2ft 52,5ft 55,8ft 59,1ft 62,3ft 65,6ft
9388Ix | 2347Ix | 1043 | 587 | 376k | 261k | 192k | 147k | 116lx 94ix 78Ix 65Ix 561x 48/x 42Ix 37Ix 32Ix 291x 26lx 23lx
872,1fcd | 218fcd | 96,9fcd | 54,5fcd | 34,9fcd | 24,2fcd | 17,8fcd | 13,6fcd | 10,8fcd 8,7fcd 7,2fcd 6,1fcd 5,2fcd 4,4fcd 3,9fcd 3,4fcd 3fcd 2,7fcd 2,4fcd 2,2fcd
Candela (cd) Linear Distribution Diagram
Beam Angle (50%): 20,4 °
9000 : 0/ ). °
s Field Angle (10%): 35
o Cutoff Angle (3%): 48,2 °
7000
6500
6000
5500
5000
4500
4000
3500
3000
2500
2000
1500
1000
500
Angle °

All product specifications, measurements, values and dimensions are subject to change without prior notice
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (WW - spot), Zoom spot, Ordercode

POLAR DIAGRAMS

90° ISO candela diagram
E 10% 939 cd
60°
20% 1878 cd
45°
30% 2816 cd
83 40%  3755cd
2
T [15°
5 50% 4694 cd
5 .
> 60% 5633 cd
-15°
70% 6571 cd
-30°
-45° Conditions:
607 Number of c-planes: {C_PLANES}
e Candela at center: 9388 cd
5m 16,4f ISO lux diagram
4m 13,1f
3% 2,82 Ix
am o8 5% 4,69 Ix
2m 6.6f —  10% 9,391Ix
im 3,3f 30% 28,2 Ix
50% 46,9 Ix
om of
-im 3,3f Conditions:
Number of c-planes: 2
-2m -6,6f
Lux at center: 93,9 Ix
-3m -9,8f
Lux distribution on a surface when lamp is
-4m -13,1f mounted at 10 meters from the surface.

i ight: 1
Horizontal angles Mounting height: 10 meters (33 feet)

All product specifications, measurements, values and dimensions are subject to change without prior notice
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (WW - spot), Zoom spot, Ordercode

CHROMATICITY REPORT

Total Lumens:
Peak Intensity:
Fixture Efficiency:

Color Temperature:

CRI:

CRI R9:

CQs:

TM-30 Rif:

TM-30 Rg:

Auv:

1st Dominant Wavelength:

2nd Dominant Wavelength:

Color

2872 K

CIE 1931 Coordinates:

X: 0,441 Y: 0,396

All product specifications, measurements, values and dimensions are subject to change without prior notice

1404 Im
9389 cd
47 Lumen/Watt

2872 K
90,9
51,3
89,7
90,2
97,2
-0,0036
612 nm
456 nm

Spectral Distribution

Color Temperature

2872 K
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (WW - spot), Zoom spot, Ordercode

CHROMATICITY

CIE 1931 CIE 1931 - Detail
\
0,8 ‘
: 2872 K
07 oo X044
Y: 0,396
0,6
0,5
+ *% 4
04 3
- % —
4’4%% R
03 |
02
01 .
0.0 -
0,0 0,1 0,2 03 0,4 05 0,6 0,7

CRI: 90,9 (R1-R8)

99 99
95 94

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQsl: 89,7

All product specifications, measurements, values and dimensions are subject to change without prior notice
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (WW - spot), Zoom spot, Ordercode

TM-30-18 DETAILS

Shifts (%)
Hue Bin | A& | Chroma | Hue

Rf 90,2 5| 4| Creoma | b

2 91 | -3% 4% -
3 ot | -1% 4% -
Fidelity index Rf o4 | 3% | 1% | F
95 | 2% 0% y
6 95| 1% | -1% -
7 o1 | 5% 1% =

8 95 | 2% 2% - 14
9 0| -1% 6% -
Rg 97,2 10 |8 | 1% | 7% -
11 9 | 4% 6% C
12 89| 6% -3% o
Gamut index Rg 18 |87 2% |[-10%| [
14 |8 | 2% | -13% —
15 | 89| 5% | -4% -

TM30-18 Color Vectors 16 83 -6% -12% Cov v Ly b v v e v vy

5 A | Rf by Hue Bin

TMS30 Color Distortion TM30 Chroma Shift

TMB30 Color Fidelity Sample Chart

mmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmm

All product specifications, measurements, values and dimensions are subject to change without prior notice
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (WW - wide), Zoom wide, Ordercode

REPORT SUMMARY

Output

Total Lumens:
Peak Intensity:
llluminance @ 5m:
CRl:

CCT:

Optical
Beam Angle (50%)
Field Angle (10%)

Conditions:
Power Supply:
Power:
Current:
Power Factor:

1741 Lumen
1850 candela
741X

90,9

2907 K

60,1°
86,8 °

223V
29,7W
0,134 A
0,99

MEASUREMENTS

Angular Beam Distribution

Spectral Distibution

CIE 1931

All product specifications, measurements, values and dimensions are subject to change without prior notice
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (WW - wide), Zoom wide, Ordercode

BEAM DETAILS

Distance (meter)

1im 2m 3m 4m 5m
Distance (feet) 3,31t 6,6 ft 9,8 ft 13,1 ft 16,4 ft
74 1x
116 Ix
205
D
Lux* 462 Ix
1849 Ix
60°
beam center
171,8 fcd
Footcandles*
42,9 fcd
*measured at 19,1 fcd
center of beam i
10,7 fcd
6,9/fcd
Beam width (meter) 12m 2,3m 35m 4,6m 58m
Beam width (feet) 3,81t 7,6 ft 11,4 ft 15,2 ft 19 ft
Beam llluminances from 1-20m
im 2m 3m 4m 5m 6m 7m 8m 9m 10m 1im 12m 13m 14m 15m 16m 17m 18m 19m 20m
3,3ft 6,6ft 9,8ft 13,1ft 16,4ft 19,7ft 23ft 26,2ft 29,5ft 32,8ft 36,1ft 39,4ft 42,7ft 45,9ft 49,2ft 52,5ft 55,8ft 59,1ft 62,3ft 65,6ft
1849l | 462ix | 205Kk | 116lx 741x 51ix 38Ix 29Ix 23Ix 18Ix 15Ix 13Ix 11ix 9Ix 8lx 7x 6lx 6lx 5lx 5lx
171,8fcd | 42,9fcd | 19,1fcd | 10,7fcd 6,9fcd 4,8fcd 3,5fcd 2,7fcd 2,1fcd 1,7fcd 1,4fcd 1,2fcd 1fcd 0,9fcd 0,8fcd 0,7fcd 0,6fcd 0,5fcd 0,5fcd 0,4fcd
Candela (cd) Linear Distribution Diagram
Beam Angle (50%): 60,1 °
Field Angle (10%): 86,8 °
1500 Cutoff Angle (3%): 99,5 °
1000
500
Angle °

All product specifications, measurements, values and dimensions are subject to change without prior notice
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (WW - wide), Zoom wide, Ordercode

POLAR DIAGRAMS

90° ISO candela diagram
E 10% 185 cd
60°
20% 370 cd
45°
30% 555 cd
81 40% 740 cd
2
T [15°
5 50% 925 cd
5
> 60% 1109 cd
-15°
70% 1294 cd
-30°
-45° Conditions:
607 Number of c-planes: {C_PLANES}
e Candela at center: 1849 cd
15m 492f ISO lux diagram
12m 39,4f
3% 0,555 Ix
om 2950 5% 0,925
6m 19,7f _  10% 1,85 Ix
3m 9,8f 30% 5,65 Ix
50% 9,25 Ix
om of
-3m -9,8f Conditions:
Number of c-planes: 2
-6m -19,7f
Lux at center: 18,5 Ix
-9m -29,5f
Lux distribution on a surface when lamp is
-12m -39,4f mounted at 10 meters from the surface.

i ight: 1
Horizontal angles Mounting height: 10 meters (33 feet)

All product specifications, measurements, values and dimensions are subject to change without prior notice
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (WW - wide), Zoom wide, Ordercode

CHROMATICITY REPORT

Total Lumens:
Peak Intensity:
Fixture Efficiency:

Color Temperature:

CRI:

CRI R9:

CQs:

TM-30 Rif:

TM-30 Rg:

Auv:

1st Dominant Wavelength:

2nd Dominant Wavelength:

Color

2907 K
CIE 1931 Coordinates:

X: 0,437 Y:0,393

All product specifications, measurements, values and dimensions are subject to change without prior notice

1741 Im
1850 cd
59 Lumen/Watt

2907 K
90,9
52,7
89,7
90,3
97,7
-0,0046
616 nm
456 nm

Spectral Distribution

Color Temperature

2907 K



francoisp
Texte surligné 


Photometric Report

SAMO0904920002 LED zoomTrack light 30W (WW - wide), Zoom wide, Ordercode

CHROMATICITY

CIE 1931 CIE 1931 - Detail

0,8

: 2907 K
07 g X0437

Y: 0,393
0,6
0,5
+ *% 4
04 3
- % —
4’4%% R

03 |
02
01 .
0.0 -

0,0 0,1 0,2 03 0,4 05 0,6 0,7

CRI: 90,9 (R1-R8)

a8 08
94 95 g3

[(»)
~N

R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15

CQsl: 89,7

All product specifications, measurements, values and dimensions are subject to change without prior notice
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Photometric Report

SAMO0904920002 LED zoomTrack light 30W (WW - wide), Zoom wide, Ordercode

TM-30-18 DETAILS

Shifts (%)
Hue Bin | A& | Chroma | Hue
Rf 90,3 1 88 -6% 2%
2 91 -3% 4%
3 91 -1% 4%
Fidelity index Rf 9 | 2% | 1%
95 2% 0%
6 95 0% -1%
7 91 -5% 1%
8

9

95 -2% 2%
91 -1% 6%

Rg 97,7 10 |89| 1% | 7%

11 90 4% 6%
12 89 6% -3%
Gamut index Rg 13 |87 | 2% |[-10%
14 85 2% -13%
15 89 | -4% 4%
TM30-18 Color Vectors 16 83 -6% -12% TR T T I O O
3 ‘o " Rfby Hue Bin

TMS30 Color Distortion TM30 Chroma Shift

TMB30 Color Fidelity Sample Chart

mmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmmm

All product specifications, measurements, values and dimensions are subject to change without prior notice
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	NeutralWhite (NW) - Spot
	NeutralWhite (NW) - Wide
	WarmWhite (WW) - Spot
	WarmWhite (WW) - Wide



